
 HD  Series

 PERSUS 

Maintenance factor  0.86 , 45°C

Maintenance category  E; IPx5 

LED luminous fl ux depreciation  0.91 ,  45000 h

Lifetime  L100B50 - 100'000h 

Maintenance  replacable - inside housing 

Operating condition  -40T55 (IEC 721-3-5) 

Product features

Model

Supply voltage  195 - 276 Vac / 50Hz 

Driver  Meanwell LPF 

Control  0(1)…  10V; DALI LDO; On/Off  

Cabel  2m H05RN-F (rubber) , 1.5mm2

Protection class  Protection class I 

Protection  IP65 (IEC529) 

Operating characteristics / planning

 PERSUS  -    ,  20mm galvanized steel eye bolt ,  Die-cast aluminum housing with cooling fi ns ,  Black (RAL 9011)   anodized aluminum ,  tempered glass cover IK08 , 

 nano coated aluminum or transparent polycarbonate refl ector ,  Lumileds / LUXEON 3030 ,  1-10v/DALI dimmable driver with built-in over temperature protec-

tion 

Model / Ordering 

number

LED Module Luminous fl ux System power Driver B13 B16 C13 C16 Weight

  HDP.30    Lumileds / 
LUXEON 3030 

Ra > 80
MacAdam 3

 120  lm/W

 3800  lm   31 W  LPF-40-30  53  65  96  118    4.4 kg

  HDP.40  5100  lm   42 W  LPF-60-42  39  49  72  88 

  HDP.50  6500  lm   52 W  LPF-60-30  32  39  57  71 

  HDP.60  7800  lm   63 W  ELG-75-36  26  32  48  59 

  HDP.80  10500  lm   83 W  ELG-100-36  20  24  36  44    5.6 kg

  HDP.100  12500  lm   104 W  ELG-100-36  16  19  29  35    6.8 kg

  HDP.120  15500  lm   125 W  ELG-150-36  13  16  24  29 

  HDP.150  18500  lm   156 W  ELG-150-36  11  13  19  24 
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Lamp confi guration Model CRI Optic Control

   HDP.30    3080 (WW, RA>80)
4080 (NW,RA>80)
5080 (DW,RA>70)
6570 (CW,RA>70) 

   R100
R120
R80 

   D230  (DALI ),Q230 (On/
Off ),X,Y230 (1-10V)    HDP.40 

   HDP.50 

   HDP.60 

   HDP.80 

   HDP.100 

   HDP.120 

   HDP.150 

Ordering information

Optic /Refl ektoren

H

D

H

D

Scheme Model . CRI . Optic . Control / Additions

Example HDP.150 .4080 .R120 .Q230 /…  

Example order number:: HDP.150.4080.R120.Q230/...

Model Diameter Height Windage

 HDP.30   277 mm  338 mm  CW > 0 m3 

 HDP.40   277 mm  220 mm  CW > 0 m3 

 HDP.50   277 mm  289 mm  CW > 0 m3 

 HDP.60   277 mm  289 mm  CW > 0 m3 

 HDP.80   277 mm  338 mm  CW > 0 m3 

 HDP.100   277 mm  363 mm  CW > 0 m3 

 HDP.120   277 mm  363 mm  CW > 0 m3 

 HDP.150   395 mm  421 mm  CW > 0 m3 

Model Diameter Height Optic/Typ Material

.3001.080 000mm 000mm R80 Alu matt, nonobeschichtet

R80 R100 R120

Dimensions
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